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57 ABSTRACT 

A distance learning System consists of a plurality of multi 
cast clients of various classes and priorities with one multi 
cast client as a primary multi-cast client, a multi-cast Server, 
arbitrator and a distance learning Session coordinator. The 
primary multi-cast client provides the default or primary 
Audio-Visual Material (AVM) stream. The Multi-Cast 
Server (MCS) setups a multi-cast over a point to multi-point 
connection which connects all multi-cast clients that are to 
take part in a particular distance learning Session, along with 
the Primary multi-cast client. Additionally, the primary 
multi-cast client is connected to the MCS via a point-to 
point link. The multi-cast clients and the primary multi-cast 
client receive an AVM material stream from the multi-cast 
Server via the point to multi-point connection. When a 
multi-cast client wishes to Speak, a speaking request is sent 
to the arbitrator, the arbitrator determines whether to grant or 
deny the Speaking request. If permission is granted then a 
point-to-point link is established between the requesting 
multi-cast client and the MCS. The requesting multi-cast 
client then provides an AVM stream to the multi-cast server 
over the newly established point-to-point connection and the 
multi-cast server Switches or provides the AVM Stream 
asSociated with the requesting multi-cast Client over the 
point to multi-point connection. When the requesting multi 
cast client is through speaking the MCS Switches the AVM 
Stream associated with the primary multi-cast client onto the 
point to multi-point connection and the point-to-point link 
with the requesting multi-cast client is terminated. 

24 Claims, 12 Drawing Sheets 
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METHOD AND APPARATUS FOR MULTI 
CAST BASED WIDEO CONFERENCING 

BACKGROUND OF THE INVENTION 

RELATED APPLICATIONS 

The present invention relates to “A MULTI-CAST 
SERVER Ser. No.: 08/634,453 IBM docket no.: RA9-96 
026 filed Apr. 18, 1996 assigned to the same assignee as the 
present invention, herein incorporated by reference. 

1. Field of the Invention 
The present invention relates to a method and apparatus 

for Video conferencing applications Such as distance learn 
ing. More particularly, it relates to a method and apparatus 
involving the use of multi-point data transmission for multi 
party Video conferencing. 

2. Description of the Prior Art 
Video conferencing promises to bring people in far-flung 

communities together through communication networkS. 
Distance learning expands Video conferencing usage by 
allowing Students in Small communities to attend courses 
taught by experts, without having to travel to major educa 
tional institutions. 

Prior art distance learning Systems consisted of class 
rooms equipped with Video cameras, large Screen Video 
monitors, local Video and audio mixing facilities, and a 
means to transmit Video and audio information between 
these sites. During a distance learning Session, one Such 
classroom is designated as the teacher site; other Sites 
participate in the distance learning Session as Student class 
rooms. Early distance learning Systems employed analog 
Video equipment, and recently digitally encoded Video, 
which is carried over dedicated data links. A typical arrange 
ment includes: point-of-presence Video codecs, a multi 
conference control unit (MCU) that switches video between 
different Sources, and dedicated point-to-point data links 
connecting the point-of-presence codecs with the MCU. A 
distributed conference-control application manages the class 
Schedules and Source Switching. 

There are several drawbacks of MCU based distance 
learning System configurations that Stem from the Star 
topology and dedicated links of the System. The first draw 
back is dedicated transmission: all Video streams must be 
transmitted to the MCU before they reach participants in a 
Video conferencing or distance learning Session. This means 
that bandwidth must be dedicated for all participants to 
transmit their audiovisual Stream, even if they are not being 
Viewed by other participants. Since all incoming and out 
going video data is transmitted on point-to-point links, 
bandwidth is wasted in the network that could otherwise be 
used for non-Video data transmissions. The Second draw 
back is that of centralized resource bottleneck. A traditional 
MCU video source Switching can become a bottleneck in the 
System, especially when there are concurrent distance learn 
ing Sessions. The third drawback is that expansion of the 
monolithic multi-conferencing unit is difficult. The com 
plexity of the MCU increases with each distant site that is 
added. A traditional MCU serves all video conference ses 
sions in a particular network. Since the capacity of the MCU 
is fixed, as the network expands, the MCU has to be 
expanded to accommodate the increased number of users. 
An MCU has limitations on the total number of ports that 
can be served at one time. As a result, a major increase in 
capacity requires replacement of the MCU. 

These unresolved problems and deficiencies are clearly 
felt in the art and are solved by the invention in the manner 
described below. 
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2 
SUMMARY OF THE INVENTION 

The above-mentioned needs have been met in accordance 
with the present invention by providing a System which 
contains a plurality of multi-cast clients of various classes 
and priorities with one multi-cast client as a primary multi 
cast client, a multi-cast Server, arbitrator and a coordinator. 
The primary multi-cast client provides the default or primary 
Audio-Visual Material (AVM) stream. The Multi-Cast 
Server (MCS) sets up a point to multi-point connection 
connecting all multi-cast clients that are to take part in a 
particular Session, along with the Primary multi-cast client. 
Additionally, the primary multi-cast client is connected to 
the MCS via a point-to-point link. The multi-cast clients and 
the primary multi-cast client receive an AVM stream from 
the multi-cast Server via the point to multi-point connection. 
When a multi-cast client wishes to Speak, a speaking request 
is sent to the arbitrator, the arbitrator determines whether to 
grant or deny the Speaking request. If permission is granted 
then a point-to-point link is established between the request 
ing multi-cast client and the MCS. The requesting multi-cast 
client then provides an AVM stream to the multi-cast server 
over the newly established point-to-point connection and the 
multi-cast server Switches, or provides the AVM Stream 
asSociated with the requesting multi-cast client over the 
point to multi-point connection. Thus, the requesting multi 
cast clients associated AVM Stream is multi-cast over the 
point to multi-point connection. When the requesting multi 
cast client is through speaking the MCS Switches the AVM 
Stream associated with the primary multi-cast client onto the 
point to multi-point connection and the point-to-point link 
with the requesting multi-cast client is terminated. 

It is an object of the invention to provide efficient band 
width utilization of a communications network. 

It is yet another object of the invention to provide a server 
platform capable of Supporting multiple Video conferencing 
Sessions Such as distance learning Sessions. 

It is an object of the invention to provide a low cost 
multi-party Video conferencing System for applications Such 
as distance learning. 

It is an object of the invention to provide a multi-party 
Video conferencing System that is capable of providing large 
Scale operation on a large Scale network. 

It is another object of the invention to provide a distance 
learning System that is Scalable. 

It is another object of the invention to take advantage of 
multi-cast capabilities of a communications network pro 
Viding Such features. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing and other objects, aspects and advantages 
of the invention will be better understood from the following 
detailed description with reference to the drawings, in 
which: 

FIG. 1 depicts a prior art System. 
FIG. 2 depicts a functional overview of a distance learn 

ing System based on multi-party Video conferencing. 
FIG. 3 depicts a distance learning system with ATM 

Switches. 
FIG. 4 depicts a distance learning system with ATM 

Switches and with the MCS collocated at the teacher site. 

FIG. 5 depicts functional architecture of a MC client and 
the MC Server. 

FIG. 6 depicts a Multi-Cast Server with ATM Adapters. 
FIG.7 depicts a Multi-Cast Server with integrated Codec. 
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FIG. 8A depicts the Source Management table. 
FIG. 8B depicts the Routing table. 
FIG. 9 depicts a MCS with memory and adapter VC 

routing. 
FIG. 10 depicts the method of a distance learning system. 
FIG. 11 depicts a MC Client workstation. 
FIG. 12 depicts a MCS workstation. 

DETAILED DESCRIPTION 

AS depicted in FIG. 2, a distance learning System consists 
of a plurality of multi-cast clients 207A, 207B, 207C of 
various classes and priorities, a multi-cast Server 201, arbi 
trator 205 and a distance learning session coordinator 203. 
These are the logical components of a distance learning 
System. Logical components may implemented in Software 
and/or hardware and may be distributed throughout the 
distance learning System or combined with other compo 
nentS. 

An Overview of these components and their relationships 
are shown in FIG. 2. One MC client is a primary MC client 
221. The primary MC client 221 provides the default or 
primary Audio-Visual Material (AVM) stream. An AVM 
Stream is audio and Video information. In a distance learning 
System, the AVM Stream may be digitized and/or com 
pressed video and audio in any format Suitable for trans 
mission over a communications network. The AVM Stream 
may be analog and/or digital format and may be obtained 
from a camcorder, Video camera, Codec, or other audio 
Video device. In the preferred embodiment the communica 
tions network is an ATM network and the AVM Stream is 
embedded in packets or cells. The packets may contain 
uncompressed digital information or compressed informa 
tion formed from a compression algorithm such as MPEG-2 
or JPEG. Each multi-cast client receives the multi-cast AVM 
stream and presents the AVM stream to students at the MC 
client site. The primary MC client 221 will usually be 
asSociated with the instructor or teacher of a particular 
distance learning session. The Multi-Cast Server (MCS) 201 
Sets up a point to multi-point connection over a digital 
network connecting all MC clients 207A, 207B, 207C that 
are to take part in a particular distance learning Session along 
with the Primary MC client 221. The primary MC client 221 
is also part of the point to multi-point connection. This 
allows the primary MC client 221 to receive the same AVM 
stream as other clients. Additionally, the primary MC client 
221 is connected to the MCS 201 via a point-to-point link. 
The Primary MC Client 221 provides the MCS 201 with an 
AVM Stream which the MCS multi-casts over the point to 
multi-point connection. 
The multi-cast clients 207A,207B,207C and the primary 

MC Client 221 receive an AVM Stream from the multi-cast 
Server via the multi-cast. The multi-cast is a point-to-multi 
point connection established in the communications network 
that provides for the efficient use of the communications 
network's bandwidth. When a multi-cast client wishes to 
Speak, a speaking request is sent to the arbitrator 205, the 
arbitrator determines whether to grant or deny the Speaking 
request. If permission is granted then a point-to-point link is 
established between the requesting MC client and the MCS. 
The requesting MC client then provides an AVM Stream to 
the MC server 201 over the newly established point-to-point 
connection and the MC server 201 Switches or selects the 
AVM Stream associated with the requesting MC Client for 
multi-casting. Thus, the requesting MC client's associated 
AVM stream is multi-cast over the point to multi-point 
connection. This is termed “virtual circuit re-routing”. When 
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4 
the requesting MC client is through speaking, or permission 
to speak is otherwise terminated, the MCS 201 Switches or 
selects the AVM stream associated with the Primary MC 
client onto the point to multi-point connection and the 
point-to-point link with the requesting MC client is termi 
nated. 
The distance learning System may make use of a coordi 

nator 203 that the MC clients utilize to join a particular 
distance learning Session or to drop out of a particular 
distance learning Session. The coordinator grants or denies 
the join/drop requests and informs the MCS as required. The 
coordinator function may also handle participant billing and 
other administrative functions associated with a distance 
learning system. The MCS may then modify the point to 
multi-point connection established for the particular dis 
tance learning Session accordingly. The coordinator function 
may be collocated with the MCS. Each of the distance 
learning components is described in detail below. 
The present invention utilizes a multi-cast (the action of 

transmitting the same data to more than one recipient 
Simultaneously) to decrease total bandwidth consumed in a 
multi-party Video conference, Such as in distance learning. A 
multi-cast can be implemented in many ways. In commu 
nication networks, one means of implementing a multi-cast 
is through a point-to-multi-point connection. If the network 
is sparsely connected and if efficient routing algorithms are 
used, a minimum spanning tree can be formed to efficiently 
multi-cast data over network. In other networks, Such effi 
ciencies may or may not be possible or may not be required 
for a multi-cast. The preferred implementation of this inven 
tion is on networks that do provide point to multi-point 
connections that utilize less bandwidth than N point to point 
connections. The network should provide some form of 
multi-casting. To clarify the terminology, the term "multi 
cast' is used as a verb to describe the action of multi-casting. 
The term “point to multi-point connection” describes any 
form of multi-cast, without restricting it to any topology or 
networking technology including LANs (Ethernet, token 
ring, FDDI and others) satellite, ATM, frame relay, SMDS or 
other networkS. 

It should be understood that the present invention contains 
one or more Software Systems or Software components. In 
this context, a Software System is a collection of one or more 
executable Software programs, and one or more Storage 
areas (for example, RAM, ROM, cache, disk, flash memory, 
PCMCIA, CD-ROM, Server's Memory, ftp accessible 
memory, etc.) In general terms, a Software System should be 
understood to comprise a fully functional Software embodi 
ment of a function or collection of functions, which can be 
added to an existing computer System to provide new 
function to that computer System. Software Systems gener 
ally are constructed in a layered fashion. In a layered System, 
a lowest level Software System is usually the computer 
operating System which enables the hardware to execute 
Software instructions. Additional layers of Software Systems 
may provide, for example, database or graphical user inter 
face or window management System capabilities. These 
Software Systems provide a foundation on which additional 
Software Systems can be built. 
A Software System is thus understood to be a Software 

implementation of a function which can be assembled in a 
computer System providing new functionality. Also, in 
general, the interface provided by one Software System to 
another software system is well-defined. It should be under 
stood in the context of the present invention that delineations 
between Software Systems are representative of the preferred 
implementation. However, the present invention may be 
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implemented using any combination or Separation of Soft 
ware or hardware Systems. 

The Software System may be distributed on a computer 
usable medium such as floppy disk, diskettes, CD-ROM, 
PCMCIA cards, flash memory cards and/or any other com 
puter usable medium. Note that the Software System may 
also be downloaded to a WorkStation via a communications 
network or from an Internet node accessible via the com 
munications adapter. 
Multi-cast Client 

The multi-cast clients are the Source of data to be multi 
cast to all other participants of a multi-cast based distance 
learning Session. The data Sent by the MC clients, and to the 
MC clients, is referred to as a AVM Stream. The AVM video 
portion may be presented to the Students on a PC Screen, 
picture tube, projection device, TV Screen, monitor or any 
other display device. The audio portion, is presented to the 
Students using Speakers. Each MC Client is capable of 
receiving an AVM Stream and processing the Stream So that 
it may be presented. Each multi-cast client Supports the 
following capabilities: request permission to Speak, transmit 
an AVM stream, receive an AVM Stream, and Joining and 
Dropping from a distance learning Session. These function 
are described in more detail herein. 
Request permission to speak 
The MC Client sends a signal or message to the arbitrator 

that indicates a request to Speak in the distance learning 
Session. In distance learning, Speak means a Student wishes 
to ask a question or make a comment that should be heard 
and/or seen by the teacher and all other students. The 
Student's Video and audio should be presented to all partici 
pants when a Student granted permission to Speak Speaks. 
Transmit or Speak 

The MC Client, after being granted permission to Speak, 
establishes a point to point connection to the multi-cast 
server. In an alternative embodiment the MC server estab 
lishes the connection. In distance learning, the MC client 
transmits the student AVM stream (i.e., audio and video 
data) associated with the MC client to the multi-cast server, 
to be multi-cast to all other MC clients participating in the 
distance learning Session. Thus, all participants are provided 
with the requesting MC clients AVM stream. The AVM 
Stream may present the Student asking a question or may 
present an AVM Source Such as what the Student is viewing 
on a workstation or screen. When the MC client is through 
Speaking or is preempted by another MC client or the 
permission to Speak is otherwise terminated the point-to 
point link is disconnected. 
Join/Drop 

The client Sends a signal or message to the Session 
coordinator to join a particular distance Session. Join and 
drops may be initiated by the coordinator, and with 
permission, may also be initiated by the clients. 

There are Several multi-cast client classes. Primary clients 
(typically, the instructor or teacher of a distance learning 
session) are considered to be the default source of an AVM 
Stream for a multi-cast distance learning Session. Thus, the 
primary MCs associated AVM stream (i.e., the instructor) is 
presented to other MC clients (i.e., the students) when no 
other client is Selected as the active Source. Primary clients 
can be connected to the MC Server via a point-to-point link 
or collocated with the MCS. Unlike an MC client granted 
permission to Speak, the Primary MC's point-to-point link is 
not terminated or disconnected when the associated AVM 
stream is not selected for multi-casting by the MCS. Thus, 
the distance learning Session will always have a default 
AVM Stream to multi-cast in case one of the requesting 
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6 
clients links to the MC server is terminated. Another benefit 
of maintaining an MCS dedicated or static link to the 
primary MC is Switching time and network considerations. 
Thus, there are at least two benefits of not disconnecting the 
circuit between the primary MC client and the MC server: 
preventing excessive Switching and elimination of circuit 
Setup delay. Preventing Excessive Switching: In most usage 
scenarios, the AVM stream of the primary client may be 
interleaved in time with the AVMs of other clients. If the 
circuit carrying the primary client AVM Stream is dropped, 
at each view change, not one but two circuits (the primary 
client and the new client wishing to speak) will have to be 
Setup during each View change. Keeping the circuit of the 
primary client active at all times halves the total number of 
circuits that need to be set up. The elimination of circuit 
Setup delay: Each time a circuit is Setup, there is a Setup 
delay. This delay varies with the instantaneous utilization of 
the network. On a highly utilized network, circuit Setup may 
take longer than acceptable to the application. Since the 
View of the primary client appears after a client completes its 
Session, it is preferable to show the view of the primary 
client without any noticeable delay. Keeping the circuit 
between the primary client and the MC server eliminates the 
circuit Setup delay and allows instantaneous Switching from 
a regular client to the primary client. 

All non-primary clients are regular clients whose calls are 
disconnected when the client is through speaking. All 
clients, except the primary client, must request permission to 
speak in order for their associated AVM Stream to be 
presented to other clients. In certain cases, the image or 
video or AVM stream of the primary client may be overlaid, 
or inserted as a picture-in-picture within the image or video 
or AVM Stream of the active client. 
Multi-cast Server 
The multi-cast Server Sets up a point to-multi-point con 

nection for multi-casting the Selected AVM Stream to par 
ticipants of the distance learning Session. The Source of the 
selected AVM Stream that is multi-cast will change over the 
course of the Session. The multi-cast Server's primary func 
tion is the routing of the AVM streams from different, 
dynamically activated, point-to-point connections, into a 
Static (for the duration of the distance learning Session) 
point-to-multi-point link. The multi-cast Server Supports the 
following functions: 
Setup/Tear-down of point to multi-point connections 
The multi-cast Server Sets up a point-to-multi-point link 

originating from the multi-cast Server to a list of participants 
of the distance learning Session. 
Add/Drop 
The multi-cast Server can add or drop a participant at any 

time, under external command. The multi-cast Server also 
notifies an external Session coordinator of any multi-cast 
clients that may have dropped due to network failures. 
Accept data connections from clients 
A multi-cast client that has been granted permission to 

Speak will call the multi-cast Server to initiate the transfer of 
its associated AVM Stream to be multi-cast over the distance 
learning Session point to multi-point connection. The multi 
cast Server accepts the data connection, after receiving an 
acknowledgment from the arbitrator. Note in an alternative 
embodiment the MCS may initiate the call to establish the 
point-to-point connection. 
Switch multi-cast Sources 
The Multi-cast server selects the Source of the AVM 

Stream multi-cast over the point to multi-point connection 
asSociated with a particular distance learning Session. The 
multi-cast server Switches the AVM Stream source that is fed 
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into the point to multi-point connection amongst the Several 
data connections active at the time of Switching. Some 
component in the distance learning System must determine 
which data connection (i.e., AVM stream) will be the next 
point to multi-point connection Source. In the preferred 
embodiment this is the arbitrator. The multi-cast server 
notifies the Switched out multi-cast client that it can discon 
nect its call to the multi-cast Server. Primary clients need not 
disconnect their calls to the multi-cast Server. 
Arbitrator 

The arbitrator is responsible for determining the source of 
the AVM Stream that is multi-cast over the point to multi 
point connection. The arbitrator receives requests for per 
mission to Speak in a particular distance learning Session 
from MC clients. The arbitrator grants or denies these 
requests depending on the State of the Session. The arbitrator 
may be totally automated or may require approval from a 
human Session coordinator Such as a teacher or instructor or 
Session coordinator. The arbitrator provides the following 
functions: 
Accepts requests for permission to Speak 

Receives Signals or messages from multi-cast clients 
which indicate a request for permission to Speak. 
Grants or denies requests 

Sends Signals or a message back to multi-cast clients that 
indicate a grant or denial of the request for permission to 
Speak. 
Notifies Multi-cast Server 

The arbitrator notifies the multi-cast server of permissions 
granted to multi-cast clients So that appropriate action can be 
taken. 

The arbitrator function can implement Several arbitration 
Schemes. Each distance learning Session could utilize one or 
more arbitration Schemes. Several candidate arbitration 
Schemes include: 

1) First Request First Speak: All requests to speak are 
ordered in a queue. Any ties are resolved by a random 
Selection. 

2) First Request First Speak with Time out or Cancella 
tion: All requests to Speak are ordered in a queue. Any 
ties are resolved by a random Selection. Any Speaker 
may cancel their request by Some established means. In 
the case of very long wait queues, requests that had 
been made before a certain time may be timed out. 

3) First Request First Speak with Interrupt: All requests to 
Speak are ordered in a queue. After a certain time, 
termed base time, any new speak requests will interrupt 
the current Speaker. All interrupt requests will queue in 
first come first serve fashion. 

4) Manual: All requests will be presented to the operator 
of the application. The human operator will use his/her 
judgment to determine who shall Speak next. The 
operator may also determine when to Switchback to the 
primary client. All requests made to the operator will be 
presented at the time of the request. The operator will 
be able to View all requests simultaneously. 

Coordinator 
The coordinator manages the participant (i.e., MC client) 

joins and drops into a particular distance learning Session, 
including the handling of permissions of participants to join 
a particular distance learning Session. The coordinator may 
also have the MCS establish a point-to-point connection 
with the primary MC client. The coordinator may provide 
the MC server with a list of participants that are to be 
connected via the point to multi-point connection for a 
particular distance learning Session. The coordinator may 
also initiate Sessions. The functions Supported by the coor 
dinator include: 

1O 
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8 
Join/Drop Request Handling 

The coordinator handles requests to join or drop out of a 
distance learning Session. 
Session initiation/termination 

Receives a list of Session participants from a user appli 
cation and commands the multi-cast Server to initiate and 
terminate Sessions. 
Communication Network 
The preferred embodiment of present invention utilizes a 

communication network that provides a dynamic circuit 
Setup and a point to-multi point connection Setup. The 
network should be able to Setup a circuit between a client 
and the MCS upon request. The setup time should be less 
than one second. The network should be able to setup a 
circuit that originates from one client Station and that can 
terminate in multiple receiving client Stations. The network 
should be able to selectively add or delete parties into this 
multi-point call. An Asynchronous Transfer Mode (ATM) 
Network with Switched Virtual Circuit (SVC) and multi 
point Signaling is an example of a network that will Satisfy 
these requirements. 
ATM COMMUNICATIONS NETWORK ENVIRON 
MENT 
Asynchronous Transfer Mode (ATM) communication net 

WorkS combine data, voice and Video into the same com 
munication infrastructure for lower cost and higher reliabil 
ity. ATM is specifically suitable to providing AVM streams 
because of its high bandwidth and quality of Service guar 
antees. It also offers the ability to multi-cast data originating 
from a single Source. Since distance learning is predomi 
nantly a one-way transmission of Video and audio from the 
teacher Site to all Student classrooms, distance learning 
applications stand to immediately benefit from ATM. 
Even with multi-cast capabilities, standard ATM features 

accessible through the ATM User-to-Network Interface 
(UNI) 3.1 are not sufficient to implement distance learning 
applications. When limited to multi-cast, it is only possible 
to define a point to multi-point connection from the teacher 
site to all student sites. Thus, only the teacher's view may be 
transmitted to Student Sites. For a Session where Students 
only listen to the lecture, this may be a Sufficient Solution. 
However, true distance learning allows Students views to 
appear on monitors in other classrooms when asking a 
question. This requires the transmission of the AVM Stream 
from a student site to all other student sites. When confined 
to standard ATM multi-cast facilities (i.e., UNI 3.1 & 4.0), 
this may be accomplished in one of two ways. The first way 
is to Set up one point to multi-point connection per Student 
that originates from each Student Site and that reaches to all 
participants in the Session. ASSuming N Students, this 
requires N point to multi-point connections with bandwidth 
reserved for each. It also requires each Student Site to Switch 
between a teacher AVM Stream and a speaking student AVM 
Stream. A Second method is to dynamically Setup a point to 
multi-point connection from Student Sites whenever the 
Student asks a question. This Saves bandwidth but, requires 
very fast connection Setup times that are very difficult to 
achieve in large networkS. Neither of these Solutions are 
acceptable for distance learning implementations on large 
networks or on Systems that perform multiple distance 
learning Sessions concurrently. 
The present invention is now described with respect to a 

multi-cast based distance learning System embodying a 
plurality of multi-cast clients, multi-cast Server, arbitrator 
and coordinator logical components that takes advantage of 
ATM multi-cast capabilities. 

FIG. 3 depicts a distance learning System using an ATM 
network. The multi-cast clients 307A, 307B, 307C, 307D 
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reside in platforms at each site. The multi-cast server 301 is 
located in or near ATM network 311 and forms the root of 
the point to multi-point connection that connects all partici 
pants in a particular distance learning Session. Note the 
coordinator logical component is physical located in the 
MCS in the embodiment shown in FIG. 3. Since the teacher 
may participate in the arbitration process, FIG.3 also depicts 
the arbitrator 309 logical component collocated with the 
teacher Codec. 

In a session with N+1 sites (one teacher site and N student 
Sites), the MCS Sets up a single point to-multi-point con 
nection. The teacher site connects to the MCS through an 
ATM SVC (switch virtual circuit). The teacher is a primary 
multi-cast client since this AVM Stream is never terminated 
during the session. The teacher's AVM stream is shown as 
a dashed line on FIG. 3. The MCS multi-casts the teacher's 
AVM stream over the ATM network via the point to multi 
point connection. Each MC Client then presents the AVM 
stream to students at the MC Client site. The point to 
multi-point connection is illustrated as Solid lines on FIG. 3. 

In an ATM network, the point to multi-point connection is 
established by using the ATM Signaling messages available 
in the ATM User-to-Network Interface (UNI) 3.0 and 3.1 (or 
later) specifications. Given ATM addresses A, A, . . . Av, 
the multi-cast server must follow the commands listed in 
Table 1 to form the point to multi-point connection. Note 
that non-significant parameters of the commands are omitted 
for brevity. 

TABLE 1. 

10 
Address A. If the client does not have any existing calls 
with the same CR, the network will translate the 
ADD PARTY to a SETUP command before sending it 
to the client. 

. Acknowledge SETUP Request by Client. This 
acknowledgment is sent back to the MCS. 

6. Client accepts the call with a CONNECT Network 
translates this command and sends the MCS an ADD 
PARTY ACKNOWLEDGE to indicate acceptance of 
ADD PARTY command. 

The following steps describe the deletion of all clients 
after the first from the point to multi-point connection. Steps, 
7-8 are repeated for all these clients. 

7. MCS asks the network to drop a party. The Client 
receives a RELEASE command from the network. 

8. The Client agrees to the RELEASE. The Network will 
Send a DROP PARTY ACKNOWLEDGE to the 
MCS. 

9. The MCS requests the release of the virtual circuit. This 
will release the first client. 

10. The client releases the virtual circuit. The network 
notifies the MCS of this release. 

When a student at site Awants to talk, the multi-cast client 
307A at site A signals the arbitrator 309 to request permis 
Sion to speak. Note that this request could be sent over a low 
bandwidth link. A multi-cast client may indicate their 
request to Speak over any type of acknowledged communi 

15 

25 

Commands to Setup the point to multi-point connection in an ATM Network 

MCS Network 
Command to Network Response Command to 

Step Network to MCS Client 

1 SETUP(A, CR ...) SETUP(A, CR . 
2 CALL PROCEEDING 

(CR ...) 
3 CONNECT(CR) 
4 ADD PARTY SETUP(A, CR . 

(A, CR ...) 
5 
6 ADD PARTY 

ACKNOWLEDGE 
7 DROP PARTY RELEASE 

(A, CR) 
8 DROP PARTY 

ACKNOWLEDGE 
9 RELEASE RELEASE 

RELEASE COMPLETE 

The following describe the actions in each Step: 
1. Send command to ATM network to setup the first client 
of the point to multi-point connection at ATM Address 
A, with call reference CR. This command is relayed by 
network to the client. 

2. Acknowledge SETUP Request. This acknowledgment 
is sent back to the MCS. 

3. Client accepts call with call reference CR. This com 
mand is sent back to the MCS by the network. At this 
point, the MCS may proceed with Setting up other 
clients. 

The following steps describe the addition of all clients 
after the first one to the multi-cast. Steps, 4-6 are repeated 
for all these clients. 

4. Send command to ATM network to add a new client to 
an existing connection (identified by CR) with ATM 

Client Response to 
Network 

...) 
CALL PROCEEDING(CR ...) 

CONNECT(CR) 
...) 

CALL PROCEEDING(CR ...) 
CONNECT(CR) 

RELEASE COMPLETE(A, CR) 

RELEASE COMPLETE 

50 

cation channel including but not limited to TCP/IP over 
traditional local area networks, TCP/IP over ATM, TCP/IP 
over LAN Emulation over ATM, or other reliable protocols 
Such as SNA, IPX, etc. The coordinator and arbitrator 
collaborate to determine whether site A should be granted 
permission to speak. If permission is granted the multi-cast 
client 307A at Site A is notified and activates its AVM Stream 
(i.e., the video signal). The multi-cast client 307A dynami 
cally establishes a connection to the multi-cast server (see 
dotted line connection from student 307A to MCS 309) and 
starts transmitting its AVM Stream. The MCS 301 Switches 
the active channel from the Selected Source (i.e., the teach 
er's AVM stream or some other student's AVM stream) to 
multi-cast client 307A's connection. The teacher, primary 
MC client, may stop Sending its associated AVM Stream 
and/or the MCS may ignore the AVM stream flowing on that 
connection. After the Student completes his/her question, the 

55 

60 

65 
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Selected AVM Stream is Switched back to the teacher's AVM 
Stream and the dynamic point-to-point link between Student 
A 307A and the MCS 301 is terminated. 

The present invention minimizes the use of communica 
tion system bandwidth by the use of a point to multi-point 
connection for broadcasting or multi-casting the Selected 
AVM Stream and by the use of dynamic point-to-point 
connections. The dynamic point-to-point connection only 
utilizes communication System bandwidth while the con 
nection is needed (i.e., when the requesting client has 
permission to speak). The requesting MC client's AVM 
Stream is Switched into the point to multi-point connection 
by the MCS server. Dynamic setup of SVC calls when a 
Student multi-cast client is granted permission to Speak and 
the Subsequent tear down of the connection after the Student 
has finished Speaking Saves bandwidth in the network. 
One embodiment of a Software architecture for the multi 

cast based distance learning system is shown in FIG. 5. The 
multi-cast server 503 provides multi-cast services that may 
be controlled or activated from any part of the network. 
These services may by available via Remote Procedure Call 
(RPC) or any other command activation scheme. These 
Services are provided to other components on the commu 
nications via an Multi-Cast Server Application Program 
ming Interface (API). The Multi-cast Server API 517 per 
mits the distribution of the MCS throughout the 
communications network. The multi-cast Server contains the 
following Software components: 
Multi-cast Setup 505 

This component performs the coordinator functions. It is 
called by the Session owners (which can require privileged 
access) to setup a point to multi-point connection with a 
given set of client addresses. This function provides for 
dynamic addition and deletion of participants into the multi 
cast Session by the Session owner or client. Multiple point to 
multi-point connections may be owned by the same Session 
owner, any participant additions or deletions may be 
reflected to all connections owned by the same owner. A 
multi-cast represents a one to many connection within a 
communication network. In an ATM network, the multi-cast 
is formed by using a point-to-multi-point call. In other 
networks, this may be termed differently. Since ATM and 
circuit Switched networks are available and have the capa 
bility to Setup point to multi point calls, the preferred 
embodiment of the present invention uses the capabilities in 
these network's Signaling mechanisms to describe the Setup 
of the multi-cast. Setup of a multi-cast was described above. 
The MCS may setup multiple point to multi-point connec 
tions to Serve multiple Sessions. 
Multi-cast Source arbitrator 507 

This component performs the arbitrator functions as 
described above. 
Multi-cast source management 509 

This component is called by the owner of the multi-cast 
to select the AVM source into the point to multi-point 
connection (i.e., the Selected AVM Stream for multi-casting). 
This source of data is received from the network and routed 
back into network via the point to multi-point connection. 
This is the routing function provided by the MCS. The 
owner of the multi-cast session determines which AVM 
stream is provided to the clients of the multi-cast. This 
Source must be fed into the point to multi-point connection 
originating from the multi-cast Server. 

The Source management Software keeps a Source man 
agement table, See FIG. 8A, that contains references to the 
routing table. The Source management table keeps track of 
each multi-cast Session. The primary elements of the table 
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12 
are the owner Station, a reference into the routing table, the 
current MC client Source being multi-cast and the clients of 
the multi-cast Session. Whenever a new Source is Selected by 
the owner of the multi-cast Session, the Source manager 
changes the routing table entries to reflect the (VPI, VCI) of 
the new Source. This Source manager learns these parameters 
when the Source first establishes a circuit to the MCS. 

If the MCS Switches frequently between multiple sources, 
it will be beneficial to keep both entries in the routing table 
and Simply activate only one of the multiple Sources. This is 
illustrated in the FIG. 8B with rows 1 and 3 having the same 
outgoing virtual circuit and different incoming virtual cir 
cuits. 
The MCS Source management function may perform 

enhanced Switching. In enhanced Switching, when the AVM 
Source is Switched, the Switching occurs at a time that 
produces the fewest artifacts on the Viewing clients. For 
example, compressed Video consists of data packets that 
contain data that are used to reconstruct a full Screen image. 
If the AVM is switched halfway through video frame, the 
viewers will see a brief artifact on their screen. This can be 
eliminated by permitting Switching only on Screen or frame 
boundaries. 
Device Independent Routing and Special Functions 511 

This component routes data into the point to multi-point 
connection in implementations where hardware routing on 
ATM adapters is not available. The routing function is best 
performed in hardware with a routing table. The table, as 
shown in FIG. 8B contains a list of routed circuits and their 
corresponding outgoing labels. ASSuming an ATM network 
environment, the Sources are represented by their virtual 
circuit (VC) labels, in the form of (VPI, VCI). This is the 
format used in the ATM cell headers. In other cases, certain 
applications may require multi-casting and Source Switching 
to be aware of the contents of the data being switched. For 
example, in Video applications, certain Video decoderS may 
require the Switching of Video Sources at frame boundaries. 
This module provides Such Special functions, if required. 
Virtual Circuit Routing Extensions 513 

These are extensions to the Standard device driver of an 
ATM adapter. These extensions provide support for hard 
ware routing of ATM data within the ATM adapter itself. 
Such a function, if available, reduces the processing required 
by the host platform of the multi-cast server. The source 
management and routing tables define the incoming and 
outgoing virtual circuits that form a multi-point Video con 
ferencing Session. The actual work of Sending the appropri 
ate data to the appropriate multi-point Virtual circuit is 
accomplished through Virtual circuit rerouting. VC 
re-routing is a derivative of the label-Swap routing concept 
used in ATM Switches. The basic concept is that an incoming 
data packet (ATM cell) must be examined to determine the 
Source of the data. For ATM, the cell-header must be 
decoded to lookup the VCI and VPI of the cell. Afterwards, 
the same VCI, VPI must be used to index into the routing 
table to determine the corresponding outgoing virtual 
circuit, identified by its own (VCI, VPI) tuple. Finally, the 
VCI, VPI of the incoming cell must be changed (this is 
called label swapping in ATM Switch descriptions) to the 
(VCI, VPI) of the outgoing VC. 

Note that although an ATM Switch may perform the same 
cell routing functions, its purpose is entirely to route cells 
between different ports on the Switch. In the case of the 
MCS, the purpose of the re-routing is to change the Source 
of the data being transmitted on the outgoing, multi-point 
VC. 
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ATM Device Driver 515 
This component provides access to ATM data and Signal 

ing. It provides ATM UNI 3.0 or 3.1 signaling to setup and 
tear down point to multi-point and point to point calls and 
data transfers at the AAL layer. Currently the ATM Forum, 
which is the main governing body of ATM Specifications has 
not yet produced a Standard document for accessing ATM 
related services in ATM end-points. However, the Forum has 
issued a Signaling and interface Specification, User-to 
Network Interface, that describes the Services for Signaling 
and management. Each manufacturer is at a liberty to 
implement an interface that provides these Standardized 
Services. This is what is termed as the “standard ATM 
Adapter Device Driver.” The standard ATM Adapter Device 
Driver provides the following functions to applications in an 
ATM-aware platform. This platform is called an ATM end 
point. Signaling: These functions allow ATM-aware appli 
cations to Setup and tear-down virtual circuits over an ATM 
network. Data Transfer: These functions allow ATM-aware 
applications to transfer data using one of ATMS Adaptation 
Layers (AAL) such as AAL1 or AAL5. Network Manage 
ment: The Network Management functions (Interim Local 
Management Interface-ILMI) allow the ATM end-point to 
Support network management. The ability to route one ATM 
Virtual circuit into another is not a Standard Service defined 
within the UNI document. Therefore, this routing function 
must be added to existing device drivers. 

The multi-cast Server facilities are accessed through the 
multi-cast server API 517. This API may be called by 
applications local to the WorkStation or may be called 
through remote procedure calls. The physical connection to 
the communications network is accessed by the ATM DD 
API 519 which provides access to the ATM Device driver 
515 and VC Routing Extensions 513. 

The multi-cast client permits access to a Subset of the 
multi-cast Services. Specifically, Services for adding and 
deleting participants are provided by the multi-cast client 
501. The multi-cast client communicates with the multi-cast 
server via a reliable protocol over ATM (for example TCP/IP 
over ATM) or through another network. The present inven 
tion does not require that the same network be used for the 
point-to-point connections and point to multi-point connec 
tion. The preferred architecture for the MCS system is 
illustrated in FIG. 7. 
Multi-cast Client 

The multi-cast client resides at all participant Sites Such as 
Student or teacher Sites in a distance learning Session. The 
client may execute on a dedicated workstation of PC 
platform, or may be combined with a Video encoder/decoder 
(codec) to execute as a combined codec and multi-cast 
client. 

The basic functions of the preferred multi-cast client are 
described below (See FIG. 11). In the preferred embodiment 
the client software is defined together with software to 
manage the codec. The multi-cast client may contain the 
following components: Session Controller 1103, Codec 
Controller 1105, AVM Stream Processing 1107, ATM 
Device Driver 1109 and Client Application 1111. 
Session Controller 1103 

The session control function is the “brains” of the multi 
cast client. The Session control module receives join/drop 
commands from the coordinator over a reliable network 
connection such as (but not limited to) TCP/IP over ATM, 
or sends join/drop requests to the coordinator that it receives 
from the user of the multi-cast client. Once in Session, the 
Session controller will first Send commands to the codec 
controller 1105 to setup the encoder/decoder to start encod 
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ing and decoding audio and Video. In the preferred 
implementation, the incoming AVM Stream (the Stream 
originating from the MCS) will be carried over a point to 
multi-point connection on an ATM network setup by the 
MCS. The MC Client will receive an indication of this 
connection (as described in Table 1). In non-ATM networks, 
similar indications will be available from the network 
adapter driver. 

After the codec controls are Setup and the indication of the 
connection is received, the session controller 1103 will wait 
for one or more of the following events: Speak requests from 
the user of the MC Client, “show' requests from the MC 
Server or Coordinator, drop requests or commands from the 
user of the client and the coordinator, respectively. 

If the session controller 1103 receives a speak request 
(i.e., input by a student), it will send the request to the 
arbitrator. The arbitrator will make a determination and 
respond to the MC Client, while informing the MC Server 
about the decision. If the decision is affirmative, the Session 
controller will command the ATM device driver to setup a 
pt-pt connection to the MC server. It will also command the 
AVM Stream Processor to take the encoded AVM from the 
Codec to send it to the ATM Connection through the ATM 
device driver. If the decision from the arbitrator is negative, 
the session controller will continue to wait for other events. 

Note that the preferred implementation of the Session 
Controller utilizes Switched virtual circuit services available 
in ATM networks. In ATM networks with dynamic PVC 
services, the activation of the PVCs can be performed by an 
external controller commanded by the coordinator, the MC 
Server, arbitrator or the MC Client. In non-ATM networks, 
connections may be setup through a variety of means. 

After the speaking request is granted, the MC Server will 
terminate the Speaking Session after a certain amount of time 
or activity that is user configurable. To terminate the Speak 
connection, the MC Client will first ask the AVM Stream 
processor to terminate sending the AVM Stream to the ATM 
adapter. It will then ask the ATM adapter to disconnect from 
the network. 

If the Session controller receives a drop command from 
the coordinator or the user, it will terminate all codec 
activities through a command to the Codec Controller. It will 
then release any possible point to point connections to the 
MCS. The connection from the MCS to the MC Client will 
be released by the MCS itself in the preferred 
implementation, although it is also possible for the MC 
Client to release the connection. 
Codec Controller 1105 

In the preferred embodiment, the audio/video encoder/ 
decoder resides on the same workstation as the MC Client. 
The codec controller activates, deactivates and changes all 
relevant parameters for encoding audio and Video signals 
provided by external devices into a format suitable for 
transmission over a network. It also activates, deactivates 
and changes parameters relevant for decoding audio and 
Video signals transmitted to the client over the network, into 
a format Suitable for display on a display devices Such as TV 
monitors. 
ATM Stream Processor 1107 

In the preferred embodiment, the AVM Stream produced 
by the codec can be directed to a network through the AVM 
Stream processor. The Stream processor Sets up and man 
ages hardware or Software channels to Send the encoded 
audio and Video signals to the appropriate networking inter 
face. In the preferred embodiment, this networking interface 
is the ATM network adapter (ATM NIC). The stream pro 
ceSSor also sets up and manages the hardware or Software 
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channels to receive encoded audio and Video data from the 
networking interface and to Send to the appropriate decoding 
unit. 
ATM device driver 1109 

The ATM device driver was previously described in the 
MCS. 
Client Application 1111 
The Client application utilizes the services of the multi 

cast client API to join or drop a conference, request to Speak 
or drop a speak request, other functions Such as codec and 
network Status checking. The client application can take any 
form and does not necessarily have to executed in the same 
platform as the MC Client. The Client Application may 
make use of the MC Client workstation via the MC Client 
API 1113. 

The MC client workstation will also have the ability to 
present received AVM streams. Thus, some display device 
such as a monitor or TV and speakers are part of the MC 
Client workstation. The decoded AVM Stream is presented to 
the student or student at the MC client site. 
Multi-cast Arbitrator 

The multi-cast arbitrator may execute on any platform in 
the network. However, in most cases, the teacher will 
manually grant permission to the Student Site asking ques 
tions. Therefore, the teacher site may be the best location for 
the multi-cast arbitrator. 
ATM Switch Based Multi-Cast Server 

The multi-cast server may be based on an ATM Switch. 
Traditionally, ATM Switches do not terminate SVC calls. 
However, as indicated in published technical disclosures C. 
M. Aras, J. Bellinghausen, A. Cretegny, H. Huot, ATM 
Signaling Software reuse Through SAP Mapping, IBM 
Technical Disclosure Bulletin, ATM Q.2931 signaling and 
ATM data flows may be terminated within ATM Switches. In 
the same spirit, ATM SVC point-to-multi-point calls may be 
originated from an agent in an ATM Switch. 

The general function that re-routes ATM traffic to connect 
one of many point-to-point ATM connections into a point 
to-multi-point ATM connection may be provided in an ATM 
Switch. The MCS in one embodiment provides an ATM 
adapter function that performs cell re-routing to connect one 
of many point-to-point connections into a point-to-multi 
point connection. Location of the multi-cast Server on ATM 
Switch with Set-management functions also provides better 
bandwidth utilization. 

In order to implement a multi-cast server on an ATM 
Switch, the Switch Software must provide the following 
functions: ATM call termination, ATM call origination, 
Multi-cast Source management interface through a connec 
tion oriented, reliable protocol, ATM connection routing 
between point-to-point calls and a point-to-multi-point call. 
Standalone Multi-cast Server 
A multi-cast Server may be implemented on a WorkStation 

with ATM adapters. In a workstation implementation, if the 
VC routing extensions are available on an ATM adapter, 
routing data from a point-to-point to an point-to-multi-point 
connection will be performed in the adapter itself (See FIG. 
7). In this case, the multi-cast server on a workStation 
performs the following functions in the ATM Adapter: ATM 
cell re-routing (for multi-cast) or forwarding (for local 
traffic) based on VC tables and VC table lookup and updates. 
Other multi-cast Server functions are executed on a separate 
CPU. 
A multi-cast server (MCS) may be implemented as a 

Standalone platform. As a Standalone device, the MCS is a 
computer System with a general purpose central processing 
unit, memory, high-speed bus, I/O adapters for ATM and, if 
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16 
required, for local area networking (See FIG. 9). The stan 
dalone multi-cast server is connected to an ATM Switch 
Supporting the ATM user-to-network interface. 
In a standalone platform, the MCS will perform 

1. Multi-cast Source management (as described 
previously) 

2. Multi-cast Setup and tear/down (as described 
previously) 

3. Virtual circuit routing (as described previously) 
The first two functions are integrated into Software resi 

dent in memory and executing on the processor. The Virtual 
circuit routing can be implemented (See FIG. 9) in one of 
two possible ways: 
Cell-routing in ATM I/O 
ATM cells arriving into an I/O adapter are normally 

examined to determine the final recipient of the cell within 
the computer System. It is also possible to perform a label 
Swap on the data by replacing the current VCI, VPI of the 
data with the VCI/VPI of an outgoing connection that forms 
the root of a multi-point connection, as described in the 
Virtual re-routing Section. The label-Swapping operation 
requires the replacement of only three bytes of information 
thus it can be implemented in hardware or microcode 
without much difficulty or expense. 
When implemented in an ATM I/O adapter, the routing 

table previously described and shown in FIG. 8, must be 
available to the routing hardware. 
VC re-routing in Memory 

In an ATM network, data is sent over cells. To provide 
different types of quality of service, ATM provides adapta 
tion layers that adapt the original form of the data into a 
specific format that can be split over multiple ATM cells. For 
example, a large data block are placed in related cells and the 
group of cells that carry related data are identified with a 
cyclic redundancy check when AAL type 5 is used. 

If Special purpose hardware for label-Swapping is not 
available to implement virtual circuit re-routing, the same 
function can be implemented using Standard ATM adapter 
Services. In order to Send data on an ATM adapter, most 
adapters provide function calls as listed in Table 1 to Send 
and receive data. The functions listed in this table allow 
software to transmit and receive an AAL5 (ATM adaptation 
Layer 5) protocol data unit (PDU). Similar functions may be 
available to transmit PDU’s of different AAL types includ 
ing but not limited to AAL0 (which is the NULL AAL), 
AAL1, AAL2, AAL3/4 and other AAL types that have not 
been developed at this time. 

TABLE 2 

ATM Data Transmit? Receive Functions 

Function Purpose 

AAL5 DATA TRANSMIT(VC Refer 
rence,Data Pointer) 

Transmits the data, 
referenced by the 
Data Pointer to the 
virtual circuit identified 
by VC Reference 
When called, waits until data 
is received from the Virtual 
Circuit identified by 
VC Reference and 
placed in buffer referenced 
by Data Pointer. 

AAL5 DATA RECEIVE(VC Refer 
rence,Data Pointer) 

The AAL5 DATA RECEIVE function provides the 
data received from the VC only (the cell headers with the 
VCI, VPI are removed beforehand). Thus, even though it is 
less efficient, VC re-routing, can be implemented by utiliz 
ing these functions one after another. An example is given 
below: 
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Given two incoming VCs with VC1=VCI, VPI: 45, 100 
and VC2=63,102. The outgoing VC is VC3=74,95. To send 
VC1 into the outgoing VC, VC3, the following functions 
will be executed repeatedly until the VC routing function is 
terminated: 

While (ROUTING ACTIVE) 
{ 
AAL5 DATA RECEIVE(VC Ref1, Ptr) 
AAL5 DATA TRANSMIT(VC Ref3.Ptr) 

When the VC is changed to route VC2 into VC3, the 
function parameters will be modified and the loop will 
change to the following 

While (ROUTING ACTIVE) 
{ 
AAL5 DATA RECEIVE(VC Ref2, Ptr) 
AAL5 DATA TRANSMIT(VC Ref3.Ptr) 

Combined Codec and Multi-cast Server 
If a multi-cast Server is used to transmit audio-visual 

material Streams produced by a Video codec, efficiencies of 
bandwidth can be gained by combining a codec and the 
multi-cast Server functions, as described for the Standalone 
MC server. The main benefit of this implementation is due 
to a more efficient point to multi-point connection if the 
connection is originated from the predominant Speaker of 
the multi-person conference. In the case of distance learning, 
this is most likely to be the teacher. 

In the combined System, the virtual circuit connection 
from the teacher location, as it would be in the Standalone 
implementation, is replaced by a connection internal to the 
combined System. Since the predominant Speaker is at the 
root of the multi-cast, there will not be a need to transmit the 
AVM of the predominant speaker on the network before it is 
re-routed into the point to multi-point connection. In the 
typical case, the teacher speaks 90% of the time. Thus, 90% 
of the time, there will not be a point-to-point connection 
destined to the multi-cast server. Instead, the data will be 
transferred internal to the System and then transmitted to the 
ATM network. 

The MCS may be combined with a video Codec on the 
same hardware platform (See FIG. 7 and FIG. 12). This 
allows for any participant site to act as a multi-cast Server. 
Furthermore, combining the Codec and multi-cast Server 
affords other advantages Such as: elimination of hardware 
and additional Switch ports that are required with Separate 
platforms. Also more optimal multi-casting can be provided 
and a reduction in network utilization since the AVM Stream 
acting as the default Source of the multi-cast does not have 
to be transported to the dedicated multi-cast server (i.e. no 
need for point-to-point link between the MCS and the 
primary MC). In a distance learning application faster 
Switching is provided between AVM stream sources because 
the primary AVM Stream is collocated with the MCS. In 
terms of network optimization, the teacher's Video Codec is 
the best location for the Source of the point to multi-point 
connection, Since most of the time, the teacher's Video will 
be shown to the students. 

By combining the multi-cast Server and Codec into the 
Same workStation hardware costs are reduced and commu 
nication system bandwidth is reduced. FIG. 7 illustrates a 
distance learning system with a combined Codec/MCS. FIG. 
12 shows a more detailed view of an MCS workstation with 
a codec. 
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Other features may also be present on the MCS to provide 

advance facilities. A video combiner may be utilized to 
combine the primary MC AVM Stream with a MC client 
granted permission to Speak. Thus, participants could See a 
side by side view of the teacher and the student. Also a 
picture in picture AVM Stream could be created. Creating a 
combined AVM Stream from two or more streams requires 
Some additional hardware on the MCS. Thus, for ATM this 
may entail decompressing, Synchronizing and combining. 
The selected AVM Stream is the newly combined stream 
which is multi-cast as the selected AVM Stream. Thus, no 
additional communication bandwidth is required and all 
additional hardware is centralized at the MCS. 

Note that the present invention has been described with 
respect to a distance learning System, however the present 
invention may be utilized to in any Video-conferencing 
application using the primary MC is the default AVM Source 
and the MC clients as participants. 
While the invention has been described in detail herein in 

accord with certain preferred embodiments thereof, modifi 
cations and changes therein may be effected by those skilled 
in the art. Accordingly, it is intended by the appended claims 
to cover all Such modifications and changes as fall within the 
true Spirit and Scope of the invention. 
What is claimed: 
1. A video-conferencing System, comprising 
a communication network Supporting multi-casting of an 
AVM stream from a multi-cast (“MC”) server to a 
plurality of MC clients and a primary MC client 
participating in a Video-conferencing Session over 
point-to-multi-point connections, 

wherein the first plurality of MC clients are each partici 
pating in a first Session, each MC client capable of 
receiving a Selected AVM Stream from the communi 
cation network and transmitting an associated AVM 
Stream onto the communication network; 

wherein the primary MC client is participating in the first 
Session, the primary MC client capable of receiving the 
Selected AVM Stream from the communications net 
work and transmitting a default AVM stream onto the 
communications network from the primary MC client 
to the MC Server over a point-to-point connection, and 

wherein the MC server provides the selected AVM stream 
to the first plurality of MC clients and the primary MC 
client via a first point-to-multi-point connection on Said 
communications network, the MC Server receiving the 
default AVM Stream from the primary MC client and 
multi-casting the default AVM Stream over the point 
to-multi-point connections, Said MC Server Switching 
between multi-casting the default AVM Stream and a 
client AVM Stream associated with any one of the MC 
clients granted permission to Speak after the one of the 
MC clients has requested permission to speak wherein 
the client AVM Stream is provided to the MC server via 
a dynamically created point-to-point link existing only 
for the duration of the client AVM transmission 
wherein the default AVM Stream is maintained between 
the primary MC client and the MC server during the 
time the client AVM Stream is transmitted to the MC 
Server and wherein the dynamically created point-to 
point link is torn down when the one of the MC clients 
is finished speaking and wherein the default AVM 
Stream is then again multi-casted over the point-to 
multi-point connection between the MC server and the 
plurality of the MC clients and the primary MC client. 

2. The system of claim 1 wherein the MC server and 
primary MC are collocated. 



5,867,653 
19 

3. The system of claim 1 wherein the MC server combines 
the client AVM Stream with the default AVM Stream to form 
the selected AVM Stream during the client AVM transmis 
SO. 

4. The system of claim 1 wherein the MC server only 
permits establishment of one client connection at a time. 

5. The system of claim 1 further comprising: 
a coordinator for joining and dropping MC clients from 

the first Session and causing the MC Server to add or 
delete MC clients from the first point-to-multi-point 
connection. 

6. The system of claim 1 wherein the communications 
network is an ATM communications network. 

7. The system of claim 6 wherein the multi-cast server 
performs Switching by virtual circuit re-routing. 

8. The system of claim 6 wherein the plurality of MC 
Clients, the primary MC client and the multi-cast server are 
each equipped with ATM adapter for receiving and trans 
mitting AVM streams. 

9. The system of claim 6 wherein the multi-cast server 
performs Switching by virtual circuit re-routing. 

10. The system of claim 8 wherein the multi-cast server 
performs Switching by virtual circuit re-routing on the ATM 
adapter. 

11. The system of claim 6 wherein the first point to 
multi-point connection is established using a multi-cast tree. 

12. In a Video-conferencing System, a method comprising 
the Steps of: 

establishing a point to multi-point connection, the point to 
multi-point connection for providing from an MC 
server and AVM Stream to a plurality of MC clients and 
a primary MC client participating in a Video 
conferencing Session, 

Sending a default AVM Stream over a point-to-point 
connection from the primary MC client to the MC 
Server, 

multi-casting the default AVM stream over the point to 
multi-point connection; 

requesting permission to Speak by a first MC client; 
granting the first MC client permission to Speak, 
establishing a first point-to-point connection between the 

first MC client and the MC server; 
sending the AVM Stream associated with the first MC 

client over the first point to point connection from the 
first MC client to the MC server while maintaining the 
provision of the default AVM Stream from the primary 
MC client to the MC server; 
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multi-casting the AVM Stream associated with the first 
MC client over the point to multi-point connection, 

tearing down the first point-to-point connection when the 
first MC client is finishing Speaking, and 

again multi-casting the default AVM Stream, received 
from the primary MC client, over the point to multi 
point connection between the MC server and the plu 
rality of MC clients and the primary MC client. 

13. The method of claim 12 further comprising the steps 
of repeating the requesting, granting, establishing, multi 
casting and tearing down Steps for other MC clients. 

14. The method of claim 13 further comprising the step of: 
joining one or more MC clients to the multi-cast tree. 
15. The method of claim 13 further comprising the step of: 
dropping one or more MC clients from the multi-cast tree. 
16. The method of claim 13 further comprising the step of: 
presenting the multi-cast AVM Stream. 
17. The system of claim 1, wherein the AVM Streams are 

transmitted in real-time to provide a real-time and continu 
ous audio and Visual output to the clients. 

18. The method of claim 12, wherein the multi-casting 
steps transmit the AVM streams in real-time over the point 
to multi-point connection. 

19. The system of claim 1, wherein the default AVM 
stream and the client AVM Stream are concurrently multi 
casted over the point to multi-point connection. 

20. The method of claim 12, wherein the default AVM 
stream and the client AVM Stream are concurrently multi 
casted over the point to multi-point connection. 

21. The System of claim 1, further comprising a speaker 
and a display device coupled to each of the primary MC 
client and the plurality of MC clients, wherein the speakers 
and the display devices output the received AVM streams. 

22. The method of claim 12, wherein each of the MC 
clients includes a Speaker and a display device coupled 
thereto for outputting the received AVM streams. 

23. The method of claim 13, wherein the multi-cast server 
and the primary MC client do not move to other data 
processing Systems within the Video-conferencing System as 
each of the other MC clients are given permission to Speak. 

24. The method of claim 1, wherein the primary MC client 
and the multi-cast Server remain established at their respec 
tive data processing Systems within the communications 
network even as different MC clients are granted permission 
to Speak. 


